








Hurricane Impact — 4~

Single Hung

Tested To +70DP/—100DP (Large Missile)
Series: HI2Z200 Manufacturing Code: HI202

Architectural Products Drawing 1/2 Scale — For Custom Size Drawing Contact Graham

Note: Sealant Not Shown On Details. Consult Technical Services At Factory For Sealing Procedures.
For Other Blast Pressures And GSA Levels Contact Factory
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Glazing To Be: B
7/16” Lami Consisting Of; X
—— |<— 3/16” Thick Heat Strengthened Exterior,
.075 Storm Glass Interlayer (Solutia),
3/16” Thick Heat Strengthened Interior 5
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48" x 72" Tested

INSTALLATION TYPES

1. Pre—Set Pannning And Trim Clip

2. Trim And Clip

3. Wraparound Panning And Trim Clip
(Reference Test Report #61916.01—-122—18)

Window Dimension
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Window Dimension

1551 Mt. Rose Avenue, York, Pennsylvania 17403-2909 « 800/755-6274 « Fax: 800/366-5097 0109 - HI22.02
Web Site: www.grahamwindows.com



Window Dimension
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Hurricane Impact — 4~

Double Hung

Tested To +45DP/—65DP (Large Missile)
Series: HI2Z200 Manufacturing Code: HI203

Drawing 1/2 Scale — For Custom Size Drawing Contact Graham

Note: Sealant Not Shown On Details. Consult Technical Services At Factory For Sealing Procedures.
For Other Blast Pressures And GSA Levels Contact Factory
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Glazing To Be: 6
7/16" Lami Consisting Of; 3

.090 PVB Interlayer (Solutia),
3/16" Thick Annealed Interior
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Optional
Applied
Muntin Grid

ELEVATION
48" x 102" Tested

INSTALLATION TYPES

(Reference Test Report #82093.02—109—44)
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1. Pre—Set Pannning And Trim Clip
2. Receptor At Head And Jambs, And Sill Starter

Window Dimension
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Double Hung

Window Dimension

Series: HIZZ200

Hurricane Impact — 4~

Tested To +45DP/—65DP (Large Missile)

Manufacturing Code: HI204

Drawing 1/2 Scale — For Custom Size Drawing Contact Graham

Note: Sealant Not Shown On Details. Consult Technical Services At Factory For Sealing Procedures.
For Other Blast Pressures And GSA Levels Contact Factory

E— < Glazing To Be:

15/16" IG Consisting Of;

3/16" Annealed Exterior,

And

7/16” Lami Consisting Of;
3/16” Thick Annealed Exterior,
.090 PVB Interlayer (Solutia),

3/16” Thick Annealed Interior

Optoinal Applied
Muntin Grid
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ELEVATION
48" x 102" Tested

INSTALLATION TYPES

1. Pre—Set Pannning And Trim Clip
2. Receptor At Head And Jambs, And Sill Starter
(Reference Test Report #82093.02—109—44)
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Window Dimension
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Hurricane Impact — 4~

Fixed Double Hung Replication
Tested To +43DP/—61DP (Large Missile)

Series: HI2Z200 Manufacturing Code: HI205

Architectural Products Drawing 1/2 Scale — For Custom Size Drawing Contact Graham

Note: Sealant Not Shown On Details. Consult Technical Services At Factory For Sealing Procedures.

Window Dimension

Glazing To Be:
7/8" 1G Consisting Of;
7/16” Lami Exterior

N Consisting Of;
‘ 3/16" Thick Annealed,
.090 PVB (Solutia),
1/4" Thick Annealed
And

1/8"” Thick Clear Tempered
Interior
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ELEVATION
41 1/2” x 134" Tested

INSTALLATION TYPES

1. Trim And Clip

(Reference Test Report #54502.01-122-18)
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Window Dimension
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